Standard Furnaces & Ovens

[ Switzerland

INDUSTRIAL OVENS 350 °C
IA 350

Definition: Forced convection electric oven for all
applications.

Construction: Monobloc type oven. Interior in aluminium
and exterior in galvanised plate.

Insulation: Rock wool insulation of all surfaces, including door.
Ventilation: Adjustable horizontal ventilation, and adjus-
table exhaust.

Heating: Battery of shielded electrical resistors.
Electricity: 3 x 400 VAC.

Regulation: Axron Swiss PID temperature controller, timer
and hour counter.

Documentation: CE marking and operating instructions in English.
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MODEL ITEM CODE Int. Vol. Int. Dim. (WxHxD) Ext. Dim. (WxHXxD) Power Weight

(L) (mm) (mm) (kw) (kg)
IA 350-1000 G11416 1000 1000 x 1000 x 1000 1950 x 2100 x 1400 18 700
IA 350-1500 G14343 1500 1000 x 1000 x 1500 1950 x 2150 x 1900 30 850
IA 350-1500-H G14345 1500 1000 x 1500 x 1000 1950 x 2650 x 1400 30 800
IA 350-2000 G14353 2250 1000 x 1500 x 1500 1950 x 2650 x 1900 30 1000
IA 350-3000 G14355 3240 1200 x 1500 x 1800 2200 x 2700 x 2200 45 1200
IA 350-3000-H G14365 3240 1200 x 1800 x 1500 2200 x 3000 x 1900 45 1200
IA 350-3500 G14372 3375 1500 x 1500 x 1500 2500 x 2700 x 1900 45 1200
IA 350-4500 G14375 4500 1500 x 1500 x 2000 2500 x 2700 x 2500 54 1400
IA 350-4500-H G14380 4500 1500 x 2000 x 1500 2500 x 3200 x 1900 54 1300
IA 350-6000 G14382 6000 1500 x 2000 x 2000 2500 x 3200 x 2500 60 1500
IA 350-8000 G14384 8000 2000 x 2000 x 2000 3000 x 3200 x 2500 75 1800
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